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SUPPLIER QUALITY REQUIREMENTS 
QUALITY SYSTEM: The supplier shall maintain a Quality Assurance Program in accordance with ISO 9001 (latest revision) or equivalent, e.g. AS  
9100. ISO 9001, NADCAP  

FLOWDOWN REQUIREMENTS: This clause mandates that all applicable requirements that are invoked or applied to the customer's purchasing 
document, including this clause, shall be flowed down to the organizaLon's sub-Ler suppliers.  

CHANGE AUTHORITY: The Supplier shall provide in wriLng advance noLficaLon to the Fry Steel Company of any change(s) to tooling, faciliLes,  
materials or processes at the supplier or the supplier sub-Ler that could affect Fry Steel Company’s contracted product. This includes, but is not 
limited to, fabricaLon, assembly, handling, tesLng, facility  

NONCONFORMANCE REPORTING: Under this clause, Customer grants no MRB authority to the OrganizaLon or it’s sub-Ler suppliers. Repair is  
not allowed under this clause. DefiniLons: Nonconformance: A condiLon of any arLcle, material or service in which one or more characterisLcs 
do not conform to requirements specified in the contract, drawings, specificaLons, or other approved product descripLon. Includes failures, 
discrepancies, defects, anomalies, and malfuncLons. Rework: Used when an arLcle can be made to conform to drawing requirements. Detailed  
instrucLons must be included or referenced. Repair: Used when the nonconforming arLcle, material or service can be corrected to a usable 
condiLon, although its condiLon will not be idenLcal with drawing / specificaLon requirements.  
Non-conformances shall be reported to the Fry Steel Company within 48 hours of the nonconformance discovery.  
“The  organizaLon  shall  ensure  that  product  which  does  not  conform  to  product  requirements  is  idenLfied  and  controlled  to  prevent  its 
unintended use or delivery.  
Data Requirements:  

1. A detailed descripLon of the nonconformance; locaLon (by drawing reference point, hardware reference point, clock locaLon, etc.); 
and exact callout of the violaLon by drawing or specificaLon requirement (including, sub-paragraph or illustraLon number).
Dimensional violaLons shall include “should be” and “is” dimensions. 

2. It shall list what type of inspecLon revealed the discrepant condiLon.  
3. What, if any, subsequent acLons were taken prior to disclosure., and tool(s) calibraLon traceability numbers.  
4. If the nonconformance is minor and can be re-worked to a condiLon that completely conforms to the drawing or specificaLon 

requirements.  
A Cause CorrecLve AcLon Report  
 
MATERIAL IDENTIFICATION, DAMAGE AND COUNT: Each arLcle delivered under this Purchase Order will require posiLve idenLficaLon with the 
part number ordered. All purchased materials and services are subject to inspecLon for compliance to this purchase order and all applicable 
quality clauses. No material or process subsLtuLons, quanLty variaLons or splits from the purchase order may be made without prior wrieen 
authorizaLon from the Customer.  
 
CERTIFICATE OF CONFORMANCE: OrganizaLon shall provide a cerLficaLon with each shipment to aeest that the material, parts or assemblies 
conform to the Order requirements. When applicable, the true manufacturers, lot, heat, batch, date code, and/or serial number must appear 
on the cerLficaLon. CerLficaLon must contain the following: *Customer’s Order number  
* Part number  
* Name and address of manufacturing or processing locaLon  
* Manufacturer’s lot, heat, batch, date code, and/or serial number (if applicable)  
* QuanLty and unit of measurement (each, box, case, gallons, etc.)  
* Be signed and dated by an official of the company.  
The applicable material test results, process cerLficaLons and inspecLon records shall be presented upon Customer’s request. OrganizaLon 
shall perform inspecLon, as necessary, to determine the acceptability of all arLcles under this Order.  
 
10 YEAR RECORD RETENTION: OrganizaLon and OrganizaLon's Subcontractors shall maintain verifiable objecLve evidence of all inspecLons and 
test performed, results obtained and disposiLons of non-conforming arLcles. These records shall be idenLfied to associated arLcles, including 
heat and lot number of materials, unit or lot serializaLon and made available to Customer and/or Government RepresentaLves upon request 
and shall be retained in a safe, accessible locaLon for a period of ten (10) years aZer date of delivery as defined in the contract. OrganizaLon's 
records associated with the manufacture of serialized or lot controlled arLcles will provide for conLnued traceability of serial numbers or lot 
number idenLficaLon through all phases of manufacture, commencing with the raw material and conLnuing through final acceptance of the end 
item. Records held for the required retenLon period (ten years) shall not be destroyed without Customer's wrieen concurrence. 
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SUPPLIER QUALITY REQUIREMENTS 
 
RIGHT OF ACCESS: Work under this purchase order/contract is subject to the Fry Steel Company, Fry Steel Company customer or government 
surveillance/inspecLon at organizaLon’s plant or sub-Ler supplier’s facility. The organizaLon will be noLfied if a surveillance/inspecLon is to be 
conducted.  
 
MATERIAL CHANGES / OBSOLESCENCES: The Supplier shall provide in advance wrieen noLficaLon to the Fry Steel Company Buyer of any 
change(s) to materials including material manufacturer, availability or formulaLon.  
NoLficaLon shall include: Change Type (Manufacturer, Availability or FormulaLon), Current Availability and Last Buy Date.  
 
PREVENTION OF COUNTERFEIT PARTS: Suppliers shall ensure through their processes and/or a formal program against the receipt of counterfeit 
materials into their inventory, against their use in manufacturing, and against their being sold to other suppliers. Supplier shall not deliver 
counterfeit work or suspect counterfeit work to Fry Steel Company. All parts and materials shall be procured only through Original Equipment 
Manufacturers (OEMs)/Original Component Manufacturers (OCMs) or their franchised dealer or distributors unless pre-approval has been 
granted by Fry Steel Company. Knowingly supplying material deemed or suspected as counterfeit will be considered unethical business pracLce 
and would result in a supplier invesLgaLon, reporLng and possible removal from Fry Steel’s Approved Supplier List.  
 
AS APPLICABLE:  
STATISTICAL TEQNIQUES PROCESS CONTROL: The supplier shall idenLfy the staLsLcal techniques in establishing, controlling and verifying 
process capability and product characterisLcs. Documented procedures shall be established and maintained to implement and control the 
applicaLon of these staLsLcal techniques. Records of SPC are to be maintained and available upon request for a minimum of 10 years  
 
DESIGN & DEVELOPMENT CONTROL / TEST SPECIMENS FOR DESIGN APPROVAL: The supplier shall idenLfy the requirements for design, test, 
inspecLon verificaLon (including producLon process verificaLon), the use of staLsLcal techniques for product acceptance, and as applicable, 
criLcal items including key characterisLcs to sub Ler suppliers. Fry Steel Company reserves the right to designate requirements for test specimens 
in design approval, inspecLon/verificaLon, invesLgaLon or audiLng.  
 
AWARENESS OF PERSONNEL: OrganizaLon will ensure that persons employed and performing work under its control are aware of their 
contribuLon to products and/or service conformity, their contribuLon to product safety, and the importance of ethical behavior. 
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